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FLOOD HAZARD
ZONE BOUNDARY

30' FUEL MOD. ZONE 1

100' CREEK SETBACK LINE

PROPOSED GATE FOR
SECONDDARY EGRESS
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6'-6"

135°

5' 7'-2"

7'

8'-1"

7'

135° 11'-5"

21'-2"

GUARD RAIL, 42" HT., MIN.

6'-2
"

7'-5
"

WOOD PLANTER BOX

KITCHEN COUNTER,
35" HT. MATERIAL
TBD.

(E) DECK & RAIL TO REMAIN

4'
-5

"
30

"

WOOD STEPS

3' MIN.

3'

(E) RESIDENCE

30"

7'-2
"

16'-8
"

2x6 CEDAR DECKING

CONCRETE LANDING

WOOD STEPS

NOTES:
1. WHERE GUARD RAIL IS REQUIRED, ATTACH GIRDER TO

POST USING HUC48 AND CARRY POST THROUGH TO
RAIL. FOR OTHER POSTS, ATTACH GIRDER TO POST
USING EPCZ.

2. SEE DETAIL 8, SHEET L2 FOR CROSS-BRACING.

4x8 PTDF GIRDER

SIMPSON EPCZ

SIMPSON HUC48

4x4 PTDF POST

4 
DN

 @
 6

"

2 DN @
 6"

6 DN @
 6"

STRINGERS CUT FROM
2x12s @ 16" O.C.

P16-  16" SQ. x 12" THICK PIER W/ (2)
#4s EACH WAY, 3" COVER.

P18-  18" SQ. x 12" THICK PIER W/ (2)
#4s EACH WAY, 3" COVER.

P21-  21" SQ. x 12" THICK PIER W/ (2)
#4s EACH WAY, 3" COVER.

4x4 PTDF POST TO P18. PCZ
ATOP PBS AT BASE. USE 4x6 AT
BEAM SPLICE.

1

4x4 PTDF POST TO P16 EPCZ
ATOP PBS AT BASE.

(2) 4x4 PTDF POSTS, ONE FOR
EACH BEAM DIRECTION, W/
EPCZs ATOP AND PBS AT BASE.
CENTERED POST GROUP ATOP
P21.

LSCZ STRINGERS TO BEAM

B1 2x8 PTDF 16" O.C.
(8' MAX SPAN)

B1 2x8 PTDF
@16" O.C.

(6.8' MAX SPAN)

B2 4x8 PTDF, TYP.
(5.5' MAX SPAN)

STRINGERS CUT
FROM 2x12s @ 16"
O.C.

(E) DECK & RAIL
TO REMAIN

2x6 CEDAR
DECKING
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(E) POST

(E) RESIDENCE

(E) DOGWOOD

(E) APPLE
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(E) ALDER
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PROJECT DESCRIPTION

OWNERS

NEW WOOD DECK & STAIRS, APPROX. 310 SQ.FT.

CHRISTINE BOTTARO & GARY PETERSEN
320 PARK AVENUE
NEVADA CITY, CA 95959
831-238-4506
bottaroc@gmail.com

SITE ADDRESS & APN
320 PARK AVENUE, NEVADA CITY, CALIFORNIA, 95959
APN: 005-420-16

VICINITY MAP

PROJECT SITE
320 PARK AVENUE

NOT TO SCALE

PROJECT TEAM
LANDSCAPE ARCHITECT KARIN KAUFMAN, ASLA

CALIFORNIA LICENSE #5446
403 LONG STREET
NEVADA CITY, CA 95959
530-559-3007
karin@karinkaufman.net

CIVIL ENGINEER WILLIAM PRECHTER
PO BOX 454
NEVADA CITY, CA 95959
530-265-0733
williamcprechter@sbcglobal.net

GENERAL CONTRACTOR CHRIS NIELSEN
546-1/2 MAIN STREET
NEVADA CITY, CA 95959
530-305-3791
crispydebi@yahoo.com
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PROPERTY LINE

1. CONTRACTOR SHALL LOCATE AND VERIFY UTILITIES PRIOR TO
EXCAVATION AND INSTALLATION. ANY CONFLICTS SHALL BE
REPORTED TO THE LANDSCAPE ARCHITECT IMMEDIATELY.

2. CONTRACTOR SHALL CONFIRM ALL DIMENSIONS AND FIELD
CONDITIONS PRIOR TO THE START OF WORK. ANY DISCREPANCIES
SHALL BE REPORTED TO THE LANDSCAPE ARCHITECT
IMMEDIATELY.

3. PRIOR TO ANY CONSTRUCTION, CONTRACTOR SHALL SET UP TREE
PROTECTION ZONES. SEE DETAIL 3, SHEET L2.

4. PRIOR TO ANY CONSTRUCTION, CONTRACTOR SHALL INSTALL
5. CONTRACTOR SHALL MAKE MODIFICATIONS TO MATERIAL OR

METHOD OF INSTALLATION AS REQUIRED BY LOCAL CODE AND
SHALL NOTIFY THE LANDSCAPE ARCHITECT OF SUCH CHANGES,
FOR APPROVAL, PRIOR TO EXECUTION.

6. THESE PLANS HAVE BEEN PREPARED IN COMPLIANCE WITH 2019
CALIFORNIA BUILDING STANDARDS CODE.

GENERAL NOTES

1
L2

1
L2

PROJECT DATA
OCCUPANCY: U
CONSTRUCTION TYPE:  V-B
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1

3

1. 2X12 PTDF STRINGERS AT 16" O.C.. NOTCH AT BOTTOM FOR 2X6 PTDF

2. A35 STRINGER TO BOARD

3. 4" THICK MIN CONCRETE LANDING. LANDING DEPTH PER CODE MINIMUM.
DE 14" PLATE. 3

16" FILLET WELD TO HSS BEAM AND COLUMN. FILLET WELD
CIRCULAR WELD RINGS

4. 58" DIA GALV ROD OR ABS W/ MIN 2"X2" SQUARE  OR MALLEABLE WASHER
ATOP. 16-24" O.C. END BOLTS TO BE 6" FROM EDGE OF STRINGER. MIN 3 BOLTS
TOTAL PER LANDING

5. SIMPSON LSCZ STRINGERS TO SUPPORTING MEMBER

KEYNOTES:

2

4

5

34
"-

38
" A

BO
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3 34"
MAX.

4"
 M

IN
.,

7 
3/

4"
M

AX
.

10" MIN.

1. STAIRWAYS SHALL BE 36" WIDTH MINIMUM.
2. LENGTH OF RUN AND HEIGHT OF RISER SHALL NOT VARY

MORE THAN 38" IN THE ENTIRE RUN OF THE STAIRS.
3. THE TRIANGULAR OPENINGS FORMED BY THE RISER,

TREAD, & BOTTOM RAIL OF A GUARD SHALL NOT ALOW
PASSAGE OF A SPHERE 6 INCHES IN DIAMETER.

36" MINIMUM, WIDTH OF STAIRWAY

FINISH GRADE

NOTES:

11
4"LANDING

STAIRS
Crown drip line or other limit of Tree Protection area

4'
-0

"

2" x 6' steel posts
or approved equal.

Tree Protection
fence

5" thick
layer of mulch.

Notes:
1. No equipment shall operate inside

the protective fencing, including
during fence installation and
removal.

2. No stockpiling, trenching for utilities
or drainage, grading, or soil
compacting shall be allowed within
the tree protection zone.

3. Any trenching performed within the
driplines of protected trees shall be
done by hand or air-spade. No roots
larger than two inches shall be cut
unless no alternative is feasible.

4. All foot traffic shall be kept outside
of the tree protection zone.

5. Contractor shall maintain all
protective fencing in an upright,
sturdy manner throughout the
entire construction phase.

CONTINUOUS X-BRACING
EACH POST BOTH
DIRECTIONS, PARALLEL TO
BEAMS, PARALLEL TO
POSTS. USE 2x6 PTDF W/ (2)
1

4" DIA.x3.5 SCREWS EACH
BRACE TO POST. BLOCK AS
NEEDED WHERE 2ND 2x IS
OUT OF PLANE.

BLOCK ATOP ALL
GIRDER LINES

GIRDER

POST

X-BRACE
SEPARATION

1/2"
1"

EXISTING HOUSE

CABINETS AND KITCHEN COUNTER

TOP WITH WOOD SIDING.

WOOD TO BE PAINTED SAME COLOR

AS EXISTING HOUSE.

1" ROUND PICKETS.

ALUMINUM POWDER-COATED BRONZE.

WOOD RAILS, POSTS & FASCIA TO

BE PAINTED WHITE.

CEDAR DECKING TO BE TREATED

WITH NATURAL COLOR

SEMI-TRANSPARENT STAIN.

3
6
"

1
2
"
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"

6
'
-
0
"

EXISTING DECKS TO

REMAIN

ELEVATIONS

EXISTING HOUSE

PLANTER BOX WITH WOOD

SIDING TO BE PAINTED SAME

COLOR AS EXISTING HOUSE.

CABINETS AND KITCHEN COUNTER TOP WITH

WOOD SIDING. WOOD TO BE PAINTED SAME

COLOR AS EXISTING HOUSE.

1" ROUND PICKETS.

ALUMINUM POWDER-COATED BRONZE.

WOOD RAILS, POSTS & FASCIA TO

BE PAINTED WHITE.

CEDAR DECKING TO BE TREATED WITH

NATURAL COLOR SEMI-TRANSPARENT STAIN

3
6
"

1
2
"

2
4
"

6
'
-
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"

EXISTING DECKS

TO REMAIN
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PL
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PL
PL

(E) HOUSE

PARK AVENUE

100' CREEK
SETBACK LINE

BUILDING
SETBACK LINE

STEEP
TOPOGRAPHY

EXISTING DECK
AND STAIRS

PROPOSED DECK AND
STAIRS:
· 197 SQ.FT.

ENCROACHMENT INTO
100' CREEK SETBACK.

· 32 SQ.FT.
ENCROACHMENT INTO
5' SIDEYARD BUILDING
SETBACK.

(E)APPLE

(E)APPLE

(E) ALDER

PROPOSED GATE
FOR SECONDARY
EGRESS

15'-1"

FLOOD HAZARD
ZONE BOUNDARY

LITTLE DEER CREEK

BLOCK BETWEEN
STRINGERS
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GUARD RAIL DETAIL
1" = 1'

2x6 CAP

2x4 SUBCAP

1" ALUMINUM BALUSTER
POWDER-COAT BRONZE

3 34"
MAX.

3 
3 4"

M
AX

.

4x4 POST

2x4 BOTTOM RAIL

2x6 DECKING

2x10 FASCIA BOARD

42
"

1x1 STOP EACH SIDE
OF BALUSTER

16" MAX.

2x8 PTDF
4x8 PTDF

BEVEL FOR
DRAINAGE,
OPTIONAL

ELEVATION SECTION

5

details
bottaro-petersen residence
320 park avenue, nevada city, california
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TREE PROTECTION DETAIL
1/4" = 1'-0"4

CROSS-BRACING DETAIL8

STAIR DETAIL
1" = 1'1
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(E) DECK

(E) FASCIA

(E) POST

NEW DECKING

STRINGER

ELEVATION
1/2" = 1'-0"

1" = 1'-0"

SOUTH ELEVATION
1/4" = 1'6 EAST ELEVATION

1/4" = 1'7

CONSTRAINTS DIAGRAM
1" = 20'3

BLOCK BETWEEN
STRINGERS

A34 STRINGERS
TO BELOW

2x4 CONTINUOUS

2x4 VERTICAL AT EACH
STRINGER/JOIST

30" CANTILEVER

2x8 JOIST

2x4 CONTINUOUS

2x6 BRACING2x6 BRACING

JOIST BELOW,
STRINGER ABOVEALIGN POST &

JOIST FACES TO
SUPPORT BRACING

2x4 VERTICAL AT EACH
STRINGER/JOIST

JOIST

BRACING

NOT TO SCALE

(E) POST

STRINGER END

GIRDER

DECK-STAIR TRANSITION2

ELEVATION

PLAN
1/2" = 1'-0"
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